BESTOOL- KANON

LTDK

Clutch release prevents over-tightening, reduces fatigue.

FEATURES

@ Comfortable grip for extended use.

® Light weight and short overall length facilitates jobs.
Sensitive clutch release helps the operator feel when the torque setting
is reached.

@ Set the required torque value and tighten, all operators fighten consistently.

® Two Phillips bit are included.

@ Various hex and box drive bits are available.

® Use for both clockwise and counter<clockwise tightening.

® Accuracy : £3% of indicated value over the full range, clockwise.

@ "-H"models accept standard bits instead of CB type bits.

USING AN LTDK DRIVER

(1) Select and mounta  (2) Rotate the adjusting (3] Tighten the faste-
bit to match the ring and set the ner clock-wise urtil
fastener. desired torque. the clutch releasss
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more resistance.
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E TORQUE SCREW DRIVERS

N6~50LTDK

N1.5,N3LTDK(N-m Unit)

N6~N5OLTDK(N-m Unit) O 200LTDK(Ozf.in] PI 30, Pl 5OLTDK(Lb.in)
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1.5,3LTDK(kgfcm Unit) 1.5,3LTDK-H(kgfcm Unif) N1.5,3LTDK-HNm Unif]  6~100LTDK(kgfcm Unit) N1OOLTDK(N-m Unif]
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Old Model | New Model Range l crement | Model Range et | S1P m faen] ioht '""m"i"" P
(cNem/Nem) | (cN-m/Nem) foakinlbf-in) L ' Body _Bits __[Exenion
eN-m/N-m ozf in/Ibf -in ¢mm| mm L Lz | #D1| ¢Dz| ¢Ds| g Phillips | Bit type Bar
NT.50DK | CNT5LDK|  1~15 cNem| 0.1 Nem No.O |KANONbis
L L e 16| 107 | 22 |105] 55 144 16 [ 57 | Ro9 [MEON:
NGLTDK | CN6OLTDK | 5~60 # | 0.5 25| 110 | 26 20 | 99
N120TDK | CN120LDK | 20~120 # | 1 | OI20001DK | 40~200czfin | 1 | 30 2| [oe
N20LTDK | CN200LTDK | 40~200 # | 1 ] 17 |9 10 25 (gl
N3OLTDK | CN30OLIDK | 40~300 # | 1 | PI300DK| 4~3006-im | 0.1 No.1 |Standard bt
N5OLTDK | CN500LTDK | 100~500 | 2.5 # | PISOUDK| 10~50 # | 0.25 | 40| 200 | 43 34 [438| No2 | SBipe
NIOOLIDK | NTOLIDK |  4~10 Nem [0.05 Nem 45| 235|100 i 767 | NoZNo3 included
N1.5U0DK-H | CNTSUDKH | 1~15 Nem| 0.1 cNem 35 No.O
NALIDK-H | CN3OLIDK-H | 2~30 1 | 02 W 16 N1 |26 9 |10 144 60 | Noi

#[ | is the new model that is applied from 1st January, 2016.



BESTOOL- KANON

. Total | Dimensions (mm) . Included A
Model Range Increment Grip dia. lw'lﬂlo::i'tl;] Bod Weight . = -
(kg -<m kgt -cm/cN-m ¢mm mm L L2 @D @Dz ¢Da g Phillips Bit type Bar
1.50DK| 0.1~15 kgfeon | 0.01 kgfeem NoO | KANON bits
16 99 14 9 55 14.4 50 :
3LTDK 02~3 0.02 " No.1 CB type
6LTDK 05~6 0 005 » 25 110 35 20 95
12LTDK 2~12 n 0.1 " 30 190 ::.?
20LTDK 4~20 0 0.1 (] 24 157 57 10 25 208
30DK | 4~30 A Nod | Standard bits
50LTDK| 10~50 o 025 40 200 73 34 | 436 No.2 5B type
100LTDK | 40~100 0.5 (] 45 235 100 1 762 | No.2No.3 Included
L5UIDK-H| 0.1~1.5 o 001 35 Neo.O
3DK-H 02~3 1 0.02 m 16 m 26 9 10 14.4 40 No. 1
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STDK

Clutch release prevents over tightening.
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N1.5-3STDK

N6~12STDK

FEATURES

)RQUE DRIVERS

N20~100STDK

(with extension bar)

@ A single function driver, used for a single forque setting.

@ Most suited for tightening multiple same-size fasteners at the same
torque in a production line.

@ Seifing confirmation unncessary.

@ Light weight and short overall length facilitates jobs.
Sensitive clutch release helps the operator feel when the torque

e e e Totol longh = —— o

seffing is reached. Grip dia.
® All operators tighten consistently. |
@ Two Phillips bit are included. '
@ Various hex and box drive bits are available.
® Accuracy : +3% of set value, clockwise.
* Please specify required set torque when you order.
Modo | Ramge | OkiModel |NewModel | Range | Model | Range | GP | Jolallength DN tmml v e Accammcny ——
fg-cm) (eNeo/Nem) | (- /N O o e L2 C—he E
kgf-cm Nem/Nem ozf+inflbf+in | pmm mm L &D g Phillips Bit type Bar
1.55TDK | 0.1~1.5 | N1.5STDK | CN15STDK | 1~15 cN+m | Ol 22STDK | 2~22 ozt+in 16 02 22 8 45 No.O KANON bits
3STDK | 0.2~3 N3STDK | CN30STDK | 2~30 # Ol 445TDK | 4~44 0 No.1 CB type
6STDK | 0.5~6 N&STDK | CNSOSTDK | 5~60 o Ol 80STDK | 20~80 o 25 103 4] 94 No.0
125TDK | 2~12 N12STDK | CN120STDK | 20~120 # | Ol 200STDK | 40~200 # 20 116 54 148 No 1 ]
20STDK | 4~20 N20STDK | CN200STDK | 40~200 « PI20STDK | 4~20 lbf-in 111 54 10 170 ) Standard bits
30STDK| 4~30 N3OSTDK | CN30OSTDK | 40~300 PI30STDK | 4~30 o 35 17 54 200 Ne.1 SB type Included
50STDK | 10~50 N50STDK | CN500STDK [100~500 Pl 50STDK | 10~50 o 126 56 220 No.2 s
100STDK | 40~ 100 | N10OSTDK | NIOSTDK | 4~10 N:m | Pl 100STDK | 40~100 o 45 248 246 11 790 |No.2No.3

%[ | is the new model that is applied from 1st January, 2016.



