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Mitutoyo operates a policy of continuous improvement that aims to provide the customer with the benefit of the latest technological advances.
Therefore the company reserves the right to change any or all aspects of any product specification without notice.
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DIMENSIONS

Order No. L
513-444E 20.9
513-445E 14.7

Order No. L
513-454E 20.9
513-455E 14.7

unit: mm

SPECIFICATIONS
Metric  Horizontal (20° tilted face) type

Order No.
Graduation Range Accuracy Dial 

reading
Measuring 
force — — —

Basic set Plus set Full set
513-444E 513-444A 513-444T 0.01mm 1.6mm 10µm 0-40-0 0.3N or less 4 4 4 — — —
513-445E 513-445A 513-445T 0.002mm 0.4mm 5µm 0-100-0 0.3N or less 4 4 4 — — —

Inch  Horizontal (20° tilted face) type
Order No.

Graduation Range Accuracy Dial 
reading

Measuring 
force Remarks

Basic set Plus set Full set
— 513-442 513-442T .0005” .06” ±.0005” 0-15-0 0.3N or less 4 4 4 — —
— 513-442-06 513-442T-06 .0005” .06” ±.0005” 0-15-0 0.3N or less 4 4 4 — Black dial
— 513-446 513-446T .0005” .06” ±.0005” 0-15-0 0.2N or less 4 4 4 4 —
— 513-446-06 513-446T-06 .0005” .06” ±.0005” 0-15-0 0.2N or less 4 4 4 4 Black dial
— 513-443 513-443T .0001” .016” ±.0002” 0-4-0 0.3N or less 4 4 4 — —
— 513-443-06 513-443T-06 .0001” .016” ±.0002” 0-4-0 0.3N or less 4 4 4 — Black dial

Metric  Vertical type
Order No.

Graduation Range Accuracy Dial 
reading

Measuring 
force — — — —

Basic set Plus set Full set
513-454E 513-454A 513-454T 0.01mm 0.8mm 8µm 0-40-0 0.3N or less 4 4 — — — —
513-455E 513-455A 513-455T 0.002mm 0.2mm 3µm 0-100-0 0.3N or less 4 4 — — — —

Inch  Vertical type
Order No.

Graduation Range Accuracy Dial 
reading

Measuring 
force — — — —

Basic set Plus set Full set
513-452 — 513-452T .0005” .03” ±.0005” 0-15-0 0.3N or less 4 4 — — — —
513-453 — 513-453T .0001” .008” ±.0001” 0-4-0 0.3N or less 4 4 — — — —

Metric  Parallel type
Order No.

Graduation Range Accuracy Dial 
reading

Measuring 
force — — — — —

Basic set Plus set Full set
513-284GE 513-284GA 513-284GT 0.01mm 0.8mm 8µm 0-40-0 0.3N or less 4 — — — — —

Inch  Parallel type
Order No.

Graduation Range Accuracy Dial 
reading

Measuring 
force — — — — —

Basic set Plus set Full set
— 513-282G 513-282GT .0005” .03” ±.0005” 0-15-0 0.3N or less 4 — — — — —
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Dial Test Indicators
Comparison measuring instruments which ensure high quality, high accuracy and reliability.


