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Order No. Model Standard Measuring 
Range (mm)

Accuracy
（mm）

Graduation
（mm） Taper Angle

Full Length
(H)×(W)
（mm）

Weight

007000 TPG-270A 270A 0.3～4 ±0.04 0.05 1°54′33″ 160×11 95g

007001 TPG-270B 270B 0.4～6 ±0.04 0.05 2°51′45″ 160×11 95g

Order No. Model No. Standard Measuring 
Range (mm)

Accuracy
（mm）

Graduation
(mm） Taper Angle

Full Length
(H)×(W)
（mm）

Weight

007002 TPG-270AA 270AA 0.3～3 ±0.04 0.05 1°54′33″  127.5 × 6 18g

007003 TPG-270BB 270BB 0.3～6 ±0.04 0.05 2°51′45″  160 × 6 38g

TPG-270A

TPG-270BB

TPG-270AA

TPG-270B

USE ●  Measurement of groove and gap etc.

MATERIAL ●  Machine grade carbon steel (S55C), not hardened

FEATURES ●  Use the thickness of taper to measure the gap width, also can use as hight adjustment jig
●  Narrow width type

●  Packed in plastic carrying case 
●  Ball chain attached

USE ●  Measurement of groove and gap etc.

MATERIAL ●  Machine grade carbon steel (S55C), not hardened

FEATURES ●  Use the thickness of taper to measure the gap width
●  Packed in plastic carrying case 
●  Accuracy ± 0.04mm

●  Satin fi nish

●  Satin fi nish

TAPER GAUGES
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Order No. Model No. Standard Measuring 
Range（mm）

Accuracy
（mm）

Graduation
（mm）

Taper 
Angle

Full Length
（mm）

Thickness
（mm） Weight

007010 TPG-700A #700 1-15 1 ～ 15 ± 0.05 0.1 7°9′10″ 148.5 1.2 10g

007011 TPG-700B #700 15-30 15 ～ 30 ± 0.05 0.1 7°9′10″ 153 1.2 40g

007012 TPG-700C #700 30-45 30 ～ 45 ± 0.05 0.1 7°9′10″ 159 1.2 60g

007013 TPG-700D #700 45-60 45 ～ 60 ± 0.05 0.1 7°9′10″ 161.5 1.2 80g

Order No. Model No. Standard Measuring 
Range（mm）

Accuracy
（mm）

Graduation
（mm）

Taper 
Angle

Full Length
（mm）

Thickness
（mm） Weight

007008 TPG-700AC #700 1-15 with Plastic case 1 ～ 15 ± 0.05 0.1 7°9′10″ 148.5 1.2 10g

Perfect for carrying in shirt pocket

TPG-700A TPG-700B TPG-700C TPG-700D

FRONT

REVERSE

Clip style plastic case

USE ● Measure openings, slot width, hole size etc

MATERIAL ●  Hardened stainless steel（SUS420J2）
●  Hardness：HV480

FEATURES ●  Satin fi nish

USE ●  Use the width of taper to measure the gap width

MATERIAL ●  Hardened stainless steel（SUS420J2）
●  Hardness：HV480

FEATURES ●  Satin fi nish
●  Reverse side- scale graduated, hole diameter conversion table
●  Pocket clip style carrying case
●  Scale：Front side- Width scale,  Reverse side - Length scale

TAPER GAUGES

TAPER GAUGES
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Order No. Model No. Standard Weight

007200 TPG-700S 700S 40g

Measuring Range
（mm）

Accuracy
（mm）

Graduation
（mm）

Full length
（mm） Taper Angle

Taper gauge 1～ 15 ±0.05 0.1 148.5 7°9′10″

Ruler 0～130 ±0.13 0.5 155 －

Order No. Model No. Standard Measuring 
Range （mm） Accuracy（mm） Graduation

（mm）
Full Length
（mm）

Thickness
（mm） Weight

007030 TPG-267M 267M 1～29 ±0.05 0.05 144 1.2 80g

USE ●  Measurement of slot width and hole size etc.

MATERIAL ●  Hardened stainless steel（SUS420J2）

FEATURES ●  Use the width of taper to check the inside diameter of tubing or hole size
●  Number of leafs: 4 pieces (1～8mm、8～15mm、15～22mm、22～29mm)

USE ●  Measuring of tubing, bore, slot width, hole size and fl ange face to face dimension, etc. 

MATERIAL ●  Hardened stainless steel（SUS420J2）

FEATURES
●  Folds safely with pocket clip, easy to carry.
● Convenient set taper gauge 700A with 130cm ruler

TAPER GAUGES

TAPER GAUGES
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