BESTOOL- KANON

KDT A- Sv DIGITAL TORQUE ANALYZERS

Enhanced digital processor system. Provides high performance with digital wrenches.

@ LED display eliminates reading errors.

@ Processor chip assures measurement with high
reliability and accuracy.

® The disploy unit angle can be adjusted approximately
90",

@® Can be connected fo various optional equipment
(printer, personal computer, external input keyboard).

® Saves time and helps speed up work.

® Equipped with a kgf-cm/N-m selector switch.

® Operator can set min/max percentage parameters ( HESTOOL-KKANON
from 0~ 10%.

® Analyzer can indicate in or out of specification with
a green or red lamp respectively.
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® Power source : AC100-240V 50/60Hz

® Accuracy : +1% of the indicated value +1 increment,

over the full range KDTA-2000SV
® Display : red LED (character height : 25mm)

® Operating temperature : 5~35C
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BESTOOL- KANON

KDT A- SVH LARGE DIGITAL TORQUE ANALYZERS
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@ LED display eliminates reading errors. ® Power : AC100-240V 50/60Hz

@ Processor chip assures measurement with high reliability and accuracy. @ Accuracy : £1% of the indicated value +Tincrement, over the full range
@ The display unit angle can be adjusted approximately 90°. ® Display : red LED (character height : 25mm)

@ Can be connected to various optional equipment ® Operating temperature range : 5~35C

(printer, personal computer, external input keyboard).
@ Saves lime and helps speed up work.
® Equipped with a kgf-cm/N-m selector switch.
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T P K- 3 STANDARD PRINTER

@ Indicates in or out of specificafion on the led display and print out.

* Prinfer cables are options. CT-1 is for DTC series.
CSV-1 is for KDTA-SV and KDTA-SVH series.




