
三 校 CMYK

Leaf thickness（mm）Tolerance（mm）
0.04～0.10 ±0.005
0.15～0.30 ±0.015

ACCURACY

Leaf size（mm） Tolerance（mm）
0.04～0.10 ±0.005
0.15～0.30 ±0.015

ACCURACY

Order No. Model No. Thickness
（mm）

NEW! 110764 SS-100-004 0.04
NEW! 110765 SS-100-005 0.05
NEW! 110766 SS-100-006 0.06
NEW! 110767 SS-100-007 0.07
NEW! 110768 SS-100-008 0.08
NEW! 110770 SS-100-010 0.10
NEW! 110771 SS-100-015 0.15
NEW! 110772 SS-100-020 0.20
NEW! 110773 SS-100-030 0.30

Order No. Model No. Thickness
（mm）

NEW! 110777 SS-150-004 0.04
NEW! 110778 SS-150-005 0.05
NEW! 110779 SS-150-006 0.06
NEW! 110780 SS-150-007 0.07
NEW! 110781 SS-150-008 0.08
NEW! 110783 SS-150-010 0.10
NEW! 110784 SS-150-015 0.15
NEW! 110785 SS-150-020 0.20
NEW! 110786 SS-150-030 0.30

THICKNESS GAUGE LEAF

For cutting 
necessary size▶
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For cutting 
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～87

SS-150-030SS-150-030SS-100-030

Order No. Model No. Leaf Length
(mm) Pieces /set Size

(mm) Weight

NEW! 110681 S172MA 75

9 0.04　0.05　0.06　0.07　0.08　0.10　0.15　0.20　0.30

20g

NEW! 110682 S172MB 100 26g

NEW! 110683 S172MC 150 38g

USE
●For measurement of gap width

MATERIAL
●Stainless steel （SUS304H）

FEATURES
●Rust-resistant stainless steel leaf
●Accurate inspection can be done by inserting into a fine gap  
between two planes where difficult to measure

●It is an indispensable measuring tools  
for automotive distance measurement of piston and cylinder of engine

●Leaf width： 12.7mm
 ※The gauge leafs are fixed by eyelet and cannot be replaced.

■ Leaf Length： 100mm ■ Leaf Length： 150mm

MATERIAL
●Stainless steel （SUS304H）
●Leaf width： 12.7mm

Rust-resistant stainless steel type now available
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