
SSB-150 (150 PSI)

Recommended For: Room temperature, quartz sand transport, 

iron ore, cement, mud and other abrasive materials.

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black NR/BR/SBR

Reinforcement: High strength textile fabric

Cover:  Black, smooth (wrapped finish) NR/EPDM rubber, higher 

resistance to weather, ozone and abrasion. 

Branding: Continuous transfer. Example: “S-SERIES BULK 

MASTER SAND BLAST 150 1/2” 150 PSI (10 BAR)”

SBC-150SD (150 PSI)

Recommended For: Used in conveying of cement, sand, seeds, 

gravel, silica, pellets and abrasive materials

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black Synthetic NR/BR/SBR wear resistance Rubber

Reinforcement: High strength textile fabric

Cover: Black, smooth (wrapped finish) NR / EPDM rubber, higher 

resistance to weather, ozone and abrasion.

Branding: Continuous transfer. Example: “S-SERIES BULK 

MASTER 150SD 2” 150 PSI (10 BAR)”
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SAND BLAST HOSE

MATERIAL HANDLING HOSE

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

8-SSB-150 8 1/2 27 150 3:1 100

12-SSB-150 12 3/4 33 150 3:1 61

16-SSB-150 16 1 40 150 3:1 61

20-SSB-150 20 1-1/4 48 150 3:1 61

24-SSB-150 24 1-1/2 55 150 3:1 61

32-SSB-150 32 2 71 150 3:1 61

48-SSB-150 48 3 91 150 3:1 61

64-SSB-150 64 4 122 150 3:1 61

80-SSB-150 80 5 147 150 3:1 61

96-SSB-150 96 6 172 150 3:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

32-SBC-150SD 32 2 66 150 3:1 61

48-SBC-150SD 48 3 91 150 3:1 61

64-SBC-150SD 64 4 122 150 3:1 61

80-SBC-150SD 80 5 147 150 3:1 61

96-SBC-150SD 96 6 172 150 3:1 61

S-SERIES BULK MASTER 150SD  2'' 150 PSI (10 BAR)

BULK MASTER SAND BLAST 150 D  1/2'' 150 PSI (10 BAR)S-SERIES



SBC-150SD-HD (150 PSI)

Recommended For: Used in conveying of cement, sand, seeds, 

gravel, silica, pellets and abrasive materials

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black Synthetic NR/BR/SBR wear resistance Rubber

Reinforcement: High strength textile fabric

Cover:  Black, smooth (wrapped finish) NR / EPDM rubber, 

higher resistance to weather, ozone and abrasion. 

Branding: Continuous transfer. Example: “S-SERIES BULK 

MASTER 150SD HD 2” 150 PSI (10 BAR)”

SBC-300SD (300 PSI)

Recommended For: Used in conveying of cement, sand, seeds, 

gravel, silica, pellets and abrasive materials

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black Synthetic NR/BR/SBR wear resistance Rubber

Reinforcement: High strength textile fabric

Cover:  Black, smooth (wrapped finish) NR / EPDM rubber, 

higher resistance to weather, ozone and abrasion.

Branding: Continuous transfer. Example: “S-SERIES BULK 

MASTER 300SD 2” 300 PSI (20 BAR)”

11

GATES S-SERIES INDUSTRIAL HOSE

G AT E S . C OM

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

32-SBC-150SD-HD 32 2 68 150 4:1 61

48-SBC-150SD-HD 48 3 94 150 4:1 61

64-SBC-150SD-HD 64 4 122 150 4:1 61

80-SBC-150SD-HD 80 5 151 150 4:1 61

96-SBC-150SD-HD 96 6 180 150 4:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

32-SBC-300SD 32 2 68 300 3:1 61

48-SBC-300SD 48 3 98 300 3:1 61

64-SBC-300SD 64 4 125 300 3:1 61

80-SBC-300SD 80 5 151 300 3:1 61

96-SBC-300SD 96 6 183 300 3:1 61

S-SERIES BULK MASTER 150SD HD 2'' 150 PSI (10 BAR)

S-SERIES BULK MASTER 300SD  2'' 300 PSI (20 BAR)



SBC-300SD-HD (300 PSI)

Recommended For: Used in conveying of cement, sand, seeds, 

gravel, silica, pellets and abrasive materials

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black Synthetic NR/BR/SBR wear resistance Rubber

Reinforcement: High strength textile fabric

Cover:  Black, smooth (wrapped finish) NR / EPDM rubber, 

higher resistance to weather, ozone and abrasion

Branding: Continuous transfer. Example: “S-SERIES BULK 

MASTER 300SD HD 2” 300 PSI (20 BAR)”

SAD-500-HD (500 PSI)

Recommended For: Heavy-duty, high pressure use on industrial, 

construction and pneumatic mining applications requiring wire 

braided hose with oil resistant tube and abrasion resistant cover.

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black SBR/NR blended rubber

Reinforcement: High strength textile fabric

Cover: Black, smooth, SBR/NR/EPDM blended rubber higher 

resistance to weather, ozone and abrasion.

Branding: Continuous transfer. Example: “S-SERIES MINE 

MASTER AIR DRILL 500 HD 3/4” 500 PSI (34 BAR)”
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AIR DRILL HOSE

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

32-SBC-300SD-HD 32 2 68 300 4:1 61

48-SBC-300SD-HD 48 3 98 300 4:1 61

64-SBC-300SD-HD 64 4 126 300 4:1 61

80-SBC-300SD-HD 80 5 155 300 4:1 61

96-SBC-300SD-HD 96 6 180 300 4:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

12-SAD-500-HD 12 3/4 32 500 4:1 61

16-SAD-500-HD 16 1 38 500 4:1 61

20-SAD-500-HD 20 1-1/4 45 500 4:1 61

24-SAD-500-HD 24 1-1/2 51 500 4:1 61

32-SAD-500-HD 32 2 68 500 4:1 61

40-SAD-500-HD 40 2-1/2 81 500 4:1 61

48-SAD-500-HD 48 3 95 500 4:1 61

64-SAD-500-HD 64 4 125 500 4:1 61

S-SERIES BULK MASTER  300SD HD 2'' 300 PSI (20 BAR)

S-SERIES MINE MASTER AIR DRILL 500 HD 3/4'' 500 PSI (34 BAR)


