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ID

(mm)

ID

(in)

OD

(mm)

WP

(bar)

BP

(psi)

Min Bend 

Radius (mm)

Weight

(kg/m)

Unit Length

(m)

51 2 70 10 40 510 2.11 20 or 40

63 2.1/2 85.5 10 40 630 3.06 20 or 40

76 3 97.0 10 40 760 3.24 20 or 40

102 4 123.0 10 40 1020 4.50 20 or 40

127 5 149.0 10 40 1270 5.82 20 or 40

152 6 174.0 10 40 1520 6.63 20 or 40

Mandrel Built Heavy Duty Dry Powder/Slurry Delivery Hose

Lining: Black, high abrasion resistant anti-static Natural rubber. Abrasion 

value 70mm3 DIN 53516. Anti-static compound

Reinforcement: Synthetic textile yarn. Twin steel wire helix embedded between 

layers. Two anti-static wires

Cover: Black, abrasion, weather and ozone resistant SBR/EPDM rubber

Branding: Orange stripe and embossed brand

Brand legend: Type Number/WP/BP/Bore Size

Temperature range: - 40°C to + 70°C

B540
ID

(mm)

ID

(in)

OD

(mm)

WP

(bar)

BP

(psi)

Min Bend 

Radius (mm)

Weight

(kg/m)

Unit Length

(m)

51 2 66.0 10 30 510 1.99 20 or 40

63 2.1/2 78.0 10 30 630 2.35 20 or 40

76 3 93.5 10 30 760 3.38 20 or 40

102 4 123.0 10 30 1020 5.37 20 or 40

127 5 149.0 10 30 1270 6.97 20 or 40

152 6 174.0 10 30 1520 8.71 20 or 40

Mandrel Built Dry Powder/Slurry Suction & Delivery Hose

Lining: Clear smooth chemical resistant UHMWPE

Reinforcement: Synthetic textile yarn. Twin steel wire helix embedded 

between layers. Two anti-static wires

Cover: Black, weather and ozone resistant EPDM rubber

Branding: Blue and white longitudinal stripe and embossed brand

Brand legend: Type Number/WP/BP/Bore Size

Temperature range: - 30°C to + 70°C

MAXIMUM QUALITY
MINIMIZE COSTS


