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GATES S-SERIES INDUSTRIAL HOSE

SOL-150SD (150 PSI)

Recommended For: Delivery & suction of gasoline, diesel and 

fuel-oil with aromatic content up to 50%. 

Temperature Range: 13°F to +212°F (-25°C to +100°C)

Tube: Black NBR Reinforcement: High strength textile fabric, with 

helix steel wire

Cover: Black, smooth (wrapped finish) CR/NBR blended rubber, 

flat

Branding: Continuous transfer. Example: “S-SERIES FUEL 

MASTER 150SD 1” 150 PSI (10 BAR)”

SOL-150SD-HD (150 PSI)

Recommended For: Delivery & suction of gasoline, diesel and 

fuel-oil with aromatic content up to 50%. 
Temperature Range: -4°F to +212°F (-20°C to +100°C)

Tube: Black NBR Reinforcement: High strength textile fabric, with 

helix steel wire

Cover: CR/NBR blended rubber, flat

Branding: Continuous transfer. Example: “S-SERIES FUEL 

MASTER 150SD HD 1” 150 PSI (10 BAR)”
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PETROLEUM SUCTION & DISCHARGE HOSE

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

16-SOL-150SD 16 1 36

49

150 3:1 61

24-SOL-150SD 24 1-1/2 150 3:1 61

32-SOL-150SD 32 2 63

76.5

150 3:1 61

40-SOL-150SD 40 2-1/2 150 3:1 61

48-SOL-150SD 48 3 89 150 3:1 61

64-SOL-150SD 64 4 116 150 3:1 61

80-SOL-150SD 80 5 145 150 3:1 61

96-SOL-150SD 96 6 171 150 3:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

16-SOL-150SD-HD 16 1 36 150 4:1 61

32-SOL-150SD-HD 32 2 63 150 4:1 61

48-SOL-150SD-HD 48 3 92 150 4:1 61

64-SOL-150SD-HD 64 4 120 150 4:1 61

80-SOL-150SD-HD 80 5 146 150 4:1 61

96-SOL-150SD-HD 96 6 172 150 4:1 61

S-SERIES FUEL MASTER 150SD  1'' 150 PSI (10 BAR)

S-SERIES FUEL MASTER 150SD HD 1'' 150 PSI (10 BAR)



SOL-300SD (300 PSI)

Recommended For: Delivery & suction of gasoline, diesel and 

fuel-oil with aromatic content up to 50%. 

Temperature Range: -4°F to +212°F (-20°C to +100°C)

Tube: Black NBR Reinforcement: High strength textile fabric, with 

helix steel wire

Cover:  CR/NBR blended rubber, flat

Branding: Continuous transfer. Example: “S-SERIES FUEL 

MASTER 300SD 1” 300 PSI (20 BAR)”

SOL-300SD-HD (300 PSI)

Recommended For: Delivery & suction of gasoline, diesel and 

fuel-oil with aromatic content up to 50%. 

Temperature Range: -4°F to +212°F (-20°C to +100°C)

Tube: Black NBR

Reinforcement: High strength textile fabric, with helix steel wire

Cover: Black, smooth (wrapped finish) CR cover, above from 6” 

with corrugated cover

Branding: Continuous transfer. Example: “S-SERIES FUEL 

MASTER 300SD HD 1” 300 PSI (20 BAR)”
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PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

16-SOL-300SD 16 1 36 300 3:1 61

32-SOL-300SD 32 2 64 300 3:1 61

48-SOL-300SD 48 3 92 300 3:1 61

64-SOL-300SD 64 4 120 300 3:1 61

80-SOL-300SD 80 5 146 300 3:1 61

96-SOL-300SD 96 6 172 300 3:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

16-SOL-300SD-HD 16 1 36 300 4:1 61

32-SOL-300SD-HD 32 2 64 300 4:1 61

48-SOL-300SD-HD 48 3 92 300 4:1 61

64-SOL-300SD-HD 64 4 120 300 4:1 61

80-SOL-300SD-HD 80 5 146 300 4:1 61

96-SOL-300SD-HD 96 6 172 300 4:1 61

S-SERIES FUEL MASTER 300SD  1'' 300 PSI (20 BAR)

S-SERIES FUEL MASTER 300SD HD 1'' 300 PSI (20 BAR)



GATES S-SERIES INDUSTRIAL HOSE 

15G AT E S . C OM

SOL-150D (150 PSI)

Recommended For: Delivery of gasoline, diesel and fuel-oil with 

aromatic content up to 50%.

Temperature Range: -4°F to +212°F (-20°C to +100°C)

Tube: Black NBR Reinforcement: High strength textile, with helix 

steel wire

Cover: Black, smooth (wrapped finish) CR/NBR blended rubber, 

flat

Branding: Continuous transfer. Example: “S-SERIES FUEL 

MASTER 150D 1” 150 PSI (10 BAR)”

SOL-300D (300 PSI)

Recommended For: Delivery of gasoline, diesel and fuel-oil with 

aromatic content up to 50%.

Temperature Range: -4°F to +212°F (-20°C to +100°C)

Tube: Black NBR

Reinforcement: High strength textile fabric, with helix steel wire

Cover: Black, smooth (wrapped finish) CR/NBR blended rubber, 

flat

Branding: Continuous transfer. Example: “S-SERIES FUEL 

MASTER 300D 1” 300 PSI (20 BAR)”

PETROLEUM DISCHARGE HOSE

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

16-SOL-150D 16 1 35 150 3:1 61

32-SOL-150D 32 2 62 150 3:1 61

48-SOL-150D 48 3 88 150 3:1 61

64-SOL-150D 64 4 116 150 3:1 61

80-SOL-150D 80 5 143 150 3:1 61

96-SOL-150D 96 6 168 150 3:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH 

(METER)

16-SOL-300D 16 1 36 300 3:1 61

32-SOL-300D 32 2 63.5 300 3:1 61

48-SOL-300D 48 3 92 300 3:1 61

64-SOL-300D 64 4 117 300 3:1 61

80-SOL-300D 80 5 144 300 3:1 61

96-SOL-300D 96 6 171 300 3:1 61

S-SERIES FUEL MASTER 150D 1'' 150 PSI (10 BAR)

S-SERIES FUEL MASTER 300D 1'' 300 PSI (20 BAR)


