
SWR-150SD-HD (150 PSI)

Recommended For: Used in water transfer

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black NR/SBR blended

Reinforcement: High strength synthetic cord plus helix wire

Cover:  Black NR/SBR or EPDM blended,Flat

Branding: Continuous transfer. Example: “S-Series Water 

Master 150SD HD 150 PSI (10 Bar)”

SWR-150SD (150 PSI)

Recommended For: Used in water transfer

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black NR/SBR blended

Reinforcement: High strength textile fabric+Helix wire

Cover:  Black NR/SBR or EPDM blended,Flat

Branding: Continuous transfer. Example: “S-SERIES WATER 

MASTER 150SD 1” 150 PSI (10 BAR)”

WATER SUCTION & DISCHARGE HOSE

GATES S-SERIES INDUSTRIAL HOSE

17G AT E S . C OM

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH

(METER)

16-SWR-150SD 16 1 36 150 3:1 61

32-SWR-150SD 32 2 63 150 3:1 61

48-SWR-150SD 48 3 89 150 3:1 61

64-SWR-150SD 64 4 116 150 3:1 61

80-SWR-150SD 80 5 145 150 3:1 61

96-SWR-150SD 96 6 171 150 3:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH

(METER)

16-SWR-150SD-HD 16 1 36 150 4:1 61

32-SWR-150SD-HD 32 2 63 150 4:1 61

48-SWR-150SD-HD 48 3 90 150 4:1 61

64-SWR-150SD-HD 64 4 118 150 4:1 61

80-SWR-150SD-HD 80 5 145 150 4:1 61

96-SWR-150SD-HD 96 6 173 150 4:1 61

S-SERIES WATER MASTER  150SD  1'' 150 PSI (10 BAR)

S-SERIES WATER MASTER  150SD HD 1'' 150 PSI (10 BAR)



SWR-300SD-HD (300 PSI)

Recommended For: Used in water transfer

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black NR/SBR blended

Reinforcement: High strength textile fabric+Helix wire

Design Factor: 4:1

Cover:  Black NR/SBR or EPDM blended,Flat

Branding: Continuous transfer. Example: “S-SERIES WATER 

MASTER 300SD HD 1” 300 PSI (20 BAR)”

SWR-300SD (300 PSI)

Recommended For: Used in water transfer

Temperature Range: -4°F to +185°F (-20°C to +85°C)

Tube: Black NR/SBR blended

Reinforcement: High strength textile fabric+Helix wire

Design Factor: 3:1

Cover: Black NR/SBR or EPDM blended,Flat

Branding: Continuous transfer. Example: “S-SERIES WATER 

MASTER 300SD 1” 300 PSI (20 BAR)”

GATES S-SERIES INDUSTRIAL HOSE 

18 G AT E S . C OM

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH

(METER)

16-SWR-300SD 16 1 36 300 3:1 61

32-SWR-300SD 32 2 64 300 3:1 61

48-SWR-300SD 48 3 90 300 3:1 61

64-SWR-300SD 64 4 118 300 3:1 61

80-SWR-300SD 80 5 145 300 3:1 61

96-SWR-300SD 96 6 173 300 3:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH

(METER)

16-SWR-300SD-HD 16 1 36 300 4:1 61

32-SWR-300SD-HD 32 2 64 300 4:1 61

48-SWR-300SD-HD 48 3 94 300 4:1 61

64-SWR-300SD-HD 64 4 120 300 4:1 61

80-SWR-300SD-HD 80 5 147 300 4:1 61

96-SWR-300SD-HD 96 6 181 300 4:1 61

S-SERIES WATER MASTER  300SD  1'' 300 PSI (20 BAR)

S-SERIES WATER MASTER  300SD HD 1'' 300 PSI (20 BAR)



SWR-150D (150 PSI)

Recommended For: Used in water transfer

Temperature Range:-4°F to +185°F (-20°C to +85°C)

Tube: Black NR/SBR blended

Reinforcement: High strength textile fabric

Cover:  Black NR/SBR or EPDM

Branding: Continuous transfer. Example: “S-SERIES WATER 

MASTER 150D 1” 150 PSI (10 BAR)”

19

GATES S-SERIES INDUSTRIAL HOSE  

G AT E S . C OM

WATER DISCHARGE HOSE

SWR-300D (300 PSI)

Recommended For: Used in water transfer

Temperature Range: -40°F to +158°F (-40°C to +70°C)

Tube: Black NR/SBR blended

Reinforcement: High strength textile fabric

Cover:  Black NR/SBR or EPDM

Branding: Continuous transfer. Example: “S-SERIES WATER 

MASTER 300D 1” 300 PSI (20 BAR)”

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH

(METER)

16-SWR-150D 16 1 34 150 3:1 61

32-SWR-150D 32 2 62 150 3:1 61

48-SWR-150D 48 3 90 150 3:1 61

64-SWR-150D 64 4 115 150 3:1 61

80-SWR-150D 80 5 140 150 3:1 61

96-SWR-150D 96 6 165 150 3:1 61

PRODUCT CODE Size ID (INCH) OD (MM) WP (PSI) SAFETY FACTOR
LENGTH

(METER)

16-SWR-300D 16 1 36 300 3:1 200

32-SWR-300D 32 2 63 300 3:1 200

48-SWR-300D 48 3 92 300 3:1 200

64-SWR-300D 64 4 118 300 3:1 200

80-SWR-300D 80 5 150 300 3:1 200

96-SWR-300D 96 6 175 300 3:1 200

S-SERIES WATER MASTER  150D  1'' 150 PSI (10 BAR)

S-SERIES WATER MASTER  300D  1'' 300 PSI (20 BAR)


